
OPERATION

VALVES - 49REV 6.2 / Nov. 2017

'P' Tolerance : +0.2  
                            -0.0

Model : Lever

P T L m U H K K1 ΦL
50 11 16 288.7 M8 34 27 53 7.5
65 11 16 288.7 M8 34 27 53 7.5
80 11 16 288.7 M8 34 27 53 7.5

100 14 18 288.7 M8 34 27 53 7.5
125 14 18 288.7 M8 34 27 53 7.5
150 14 18 288.7 M8 34 27 53 7.5
200 17 415.0 M10 45 26 42 7.5
250 22 415.0 M8 45 26 53 7.5
300 22 415.0 M8 45 26 53 7.5

P T L m U H K K1 ΦL
50 11 16 288.7 M8 34 27 53 7.5
65 11 16 288.7 M8 34 27 53 7.5
80 11 16 288.7 M8 34 27 53 7.5

100 14 18 288.7 M8 34 27 53 7.5

P T L m U H K K1 ΦL
2 0.43 0.63 11.37 M8 1.34 1.06 2.09 0.30 

2.5 0.43 11.37 M8 1.34 1.06 2.09 0.30 
3 0.43 11.37 M8 1.34 1.06 2.09 0.30 
4 0.55 11.37 M8 1.34 1.06 2.09 0.30 
5 0.55 11.37 M8 1.34 1.06 2.09 0.30 
6 0.55 0.71 11.37 M8 1.34 1.06 2.09 0.30 
8 0.67 16.34 M10 1.77 1.02 1.65 0.30 

10 0.87 16.34 M8 1.77 1.02 2.09 0.30 
12 0.87 16.34 M8 1.77 1.02 2.09  

P T L m U H K K1 ΦL
2 0.43 0.63 11.37 M8 1.34 1.06 2.09 0.30 

2.5 0.43 11.37 M8 1.34 1.06 2.09 0.30 
3 0.43 11.37 M8 1.34 1.06 2.09 0.30 
4 0.55 11.37 M8 1.34 1.06 2.09 0.30 

For Standard Butterfly Valve - STC, STC-SR, STL, STL-SR, AL-STC, STDF

For High Performance Butterfly Valve - STHL, STHW

(unit : mm)

(unit : mm)

(unit : inch)

(unit : inch)

NO. DESCRIPTION MATERIAL
1 Lever Malleable Iron or Stainless Steel
2 Aux Lever Malleable Iron or Stainless Steel
3 Spring Steel or  SS 304
4 Pin Steel  or SS 410

SIZE KG
2" 0.50

2 1/2" 0.50
3" 0.50
4" 0.60
5" 0.60
6" 0.60
8" 1.85

10" 1.85
12" 1.85

Standard Material

Lever Weight



VALVES - 50 REV 6.2 / Nov. 2017

RA-
TIO A L G C D E K Φ n-h PCD B W H F ΦC H1 ΦS ØRxL Weight

(lbs)
2 24:1 212 158 72 54 45 28 171 147 4-M8 70 15.2 11 14.0 16 5.2x40 3.40 

2.5 24:1 212 158 72 54 45 28 171 147 4-M8 70 15.2 11 14.0 16 5.2x40 3.40 
3 24:1 212 158 72 54 45 28 171 147 4-M8 70 15.2 11 14.0 16 5.2x40 3.40 
4 24:1 212 158 72 54 45 28 171 147 4-M8 70 17.7 14 16.0 16 5.2x40 3.46 
5 24:1 212 158 72 54 45 28 171 147 4-M8 70 17.7 14 18.0 16 5.2x40 3.46 
6 24:1 212 158 72 54 45 28 171 147 4-M8 70 17.7 14 18.0 16 5.2x40 3.62 
8 30:1 279 205 72 73 66 31 289 300 4-M8 70 20.5 17 22.0 19 6.4x50 6.70 

10 30:1 279 205 72 76 66 34 292 300 4-M10 102 20.5 22 25.4 19 6.4x50 7.18 
12 50:1 284 206 82 81 80 33 310 300 4-M10 102 24.1 22 28.0 19 6.4x50 9.58 
14 50:1 284 206 78 88 79 35 316 300 4-M10 102 5 10 71.5 28.0 60 19 6.4x50 9.44 
16 50:1 284 206 78 88 79 35 316 300 4-M16 140 5 10 80.0 32.0 60 19 6.4x50 10.34 
18 50:1 284 206 81 88 79 35 359 385 4-M16 140 5 12 80.0 38.0 60 19 6.4x50 10.62 
20 80:1 385 268 114 127 120 37 439 385 4-M20 165 5 12 90.0 45.0 70 25 8.4x51 23.54 
24 80:1 385 268 114 127 120 37 439 385 4-M20 165 5 14 95.0 55.0 70 25 8.4x51 23.54 

RA-
TIO A L G C D E K Φ n-h PCD B W H F ΦC H1 ΦS ΦRxL Weight 

(lbs)
2 24:1 8.35 6.22 2.83 2.13 1.77 1.1 6.71 5.79 4-M8 2.76 0.6 0.43 0.55 0.63 0.2x1.57 7.5

2.5 24:1 8.35 6.22 2.83 2.13 1.77 1.1 6.71 5.79 4-M8 2.76 0.6 0.43 0.55 0.63 0.2x1.57 7.5
3 24:1 8.35 6.22 2.83 2.13 1.77 1.1 6.71 5.79 4-M8 2.76 0.6 0.43 0.55 0.63 0.2x1.57 7.5
4 24:1 8.35 6.22 2.83 2.13 1.77 1.1 6.71 5.79 4-M8 2.76 0.7 0.55 0.63 0.63 0.2x1.57 7.63
5 24:1 8.35 6.22 2.83 2.13 1.77 1.1 6.71 5.79 4-M8 2.76 0.7 0.55 0.71 0.63 0.2x1.57 7.63
6 24:1 8.35 6.22 2.83 2.13 1.77 1.1 6.71 5.79 4-M8 2.76 0.7 0.55 0.71 0.63 0.2x1.57 7.98
8 30:1 10.98 8.07 2.83 2.87 2.6 1.22 11.38 11.81 4-M8 2.76 0.81 0.67 0.87 0.75 0.25x1.97 14.77

10 30:1 10.98 8.07 2.83 2.99 2.6 1.34 11.5 11.81 4-M10 4.02 0.81 0.87 1 0.75 0.25x1.97 15.83
12 50:1 11.18 8.1 3.23 3.19 3.17 1.29 12.19 11.81 4-M10 4.02 0.95 0.87 1.1 0.75 0.25x1.97 21.12
14 50:1 11.18 8.1 3.07 3.46 3.09 1.36 12.46 11.81 4-M10 4.02 0.2 0.39 2.81 0 1.1 2.36 0.75 0.25x1.97 20.81
16 50:1 11.18 8.1 3.07 3.46 3.09 1.36 12.46 11.81 4-M16 5.51 0.2 0.39 3.15 0 1.26 2.36 0.75 0.25x1.97 22.8
18 50:1 11.18 8.1 3.19 3.46 3.09 1.36 14.13 15.16 4-M16 5.51 0.2 0.47 3.15 0 1.5 2.36 0.75 0.25x1.97 23.41
20 80:1 15.16 10.53 4.49 4.98 4.7 1.46 17.26 15.16 4-M20 6.5 0.2 0.47 3.54 0 1.77 2.76 0.98 0.33x2.01 51.9
24 80:1 15.16 10.53 4.49 4.98 4.7 1.46 17.26 15.16 4-M20 6.5 0.2 0.55 3.74 0 2.17 2.76 0.98 0.33x2.01 51.9

(unit : mm)

(unit : inch)

     Tolerance : +0.1  
                            -0.0

Model : Gear

DIMENSION 


